


EXCAVATION AND PLUMBING At

Consider any special requirements for excavation and plumbing.

Recessed Mechanism—Dual Race Track or Track Channel

1. The tracks (and rectangular pools) must be a true rectangle. The tracks must be
perpendicular to the unit mechanism and recessed housing (90°).

2. Over-dig the recessed cover box end of the pool 18" beyond the forms.
Do not install plumbing within 14" of the deck in the housing area.

3. The motor can be on either end of the cover box.
4. Do not locate skimmers in the lowered pool wall.
5. All corners must be square [no radius) on the finished tile line or the coping.

6. Place 3" drainin floor or wall of recessed housing.
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Alldiagrams are for general information. Consult installation instructions for details.



MECHANISM HOUSING

conduit must be on the
motor end

conduit should not
protrude more
than 4" into box

conduit 6" max
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Consult a certified electrician and the pre-wiring diagrams for conduit and bonding requirements.
Dual Race Undertrack MOTOR OPPOSITE BEAM THROAT DEPTH WIDTH
Box Dimensions for T4 M 0 B T D W
Pools up to: 24" 10" 8-12" 2" min to 14-1/2" 14-1/2"
65 ft. long x 24 ft. wide finished beam

Pools over 65 ft. long or 25 ft. wide and vanishing-edge pools — Call Arizona Pool Covers 480-829-0083

Box Side View—Dual Race Track

minimum 2" clearance ~| =

for tracks

All diagrams are for general information. Consult installation instructions for details.



ELECTRICAL

WARNING! These are minimum recommendations only. All local and federal codes of standard safe practices
must be followed. Refer to the prewiring instructions for detailed instructions and additional mounting options.
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Auto-Shutoff
% hp Motor

Auto-shutoff mounted outside housing.
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386" of Waterproof Flex Conduit Conduit for Main Power with (3)
with 1/2" NPT Water Tight

Connector, Extend (4) 14 AWG
Wires 8" Past Conduit End

CoverLink Wired Control
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~ Conduit with (4) 18 AWG (min)
Identified Wires for CoverLink
Wired Control
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Conduit with (7) -

Install auto-shutoff away from cover housing
in or by equipment room or equipment pad

14 AWG Wires AR

12 AWG over 50ft

14 AWG under 50ft

Dedicated
GFCI

115 VAC
15 AMP

All switches/control pads must
be mounted in full view of the
cover operation.

14 AWG Identified Wires
(Hot, Neutral, Ground)

Auto-Shutoff with Optional Accessory Board/AquaLink®

¥ hp Motor

Auto-shutoff mounted outside housing.
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J-box
36" of Waterproof Flex Conduit \ Conduit for Main Power with (3)
with 1/2" NPT Water Tight

Connector, Extend (4) 14 AWG
Wires 8" Past Conduit End

CoverLink Wired Control

" Conduit with (4) 18 AWG (min)
Identified Wires for CoverLink
Wired Control

ACC[ Optional Accessory Board or Aqualink
Conduit with (4) 18 AWG Wires

Conduit with (7) AS
14 AWG Wires

14 AWG under 50ft
12 AWG over 50ft

Install auto-shutoff away from cover housing
in or by equipment room or equipment pad
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electric 3/4 hp motor

All switches/control pads must
be mounted in full view of the
cover operation.
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GFCI

115 VAC

15 AMP

14 AWG Identified Wires
(Hot, Neutral, Ground)
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All diagrams are for general information. Consult installation instructions for details.
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Consider the requirements for coping and deck installation.
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side wall
312" lower
bond
beam

At the recessed box end, the pool wall (bond beam)
must be shot 312" (3" finished with tile) lower than
the side walls.

The top inside pool corners (above the waterline)
must be square, not radius.

A

|

/ top of side wall

\ 3%2" lower than
side wall

side wall

interior wall

Any interior wall, such as for spas, also must be gunited
314" [3" finished with tile) lower than the side walls.

All diagrams are for general information. Consult installation instructions for details.
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VANISHING LID™ SYSTEM s
Vanishing Lid™ System /

NOTE:
Walk-on Vanishing Lid systems require a concrete housing,
or, if using a wood housing, a concrete wall must be poured

behind the box for anchoring brackets. Nits: Tha dock thickRaEs st B

increased for extended trays if the leading

Walk-0n Vanishing Lid edge is going to fit under the tray. Contact

This design offers an adjustable tray support system for any type of Arizona Pool Covers for more information 480-829-0083
deck material. Stainless-steel or aluminum trays and stainless-steel

brackets provide the support base for a strong walk-on lid that can The maximum width of any tray is 24",

blend with the surrounding deck. The maximum length of tray is 24".

TOTAL MEASUREMENT OF “A™+"B"+"C” MUST BE AT LEAST 1%2" LESS THAN “D”

If “D" is 4", then "A"+"B"+"C" can not be more than 214"

' B e
gt Thinner Tray Deck Material A .
Y :

Mortar B {

Tray (Add 1/2” for Mesh and Metal Thickness) C I

Minimum of 3"(Finished not Gunite)

Based upon standard size leading edge
No load on leading edge
Pool Width Clearance

6 -10° 27/8”

11’ -13’ 3”

12’17’ 33/8”

16"~ 18 4 S TTnamne e '
19° =22 458  TTTTTTTTTTTTTTTTTTTTTIITT
23’24 51/8”
24 - 28 5%

From bottom of tray to top of lower beam
Added '4” clearance above and below
leading edge is highly recommended

NOT DRAWN TO SCALE

All diagrams are for general information. Consult installation instructions for details.



T4 Automatic Pool Cover System

No more rope

The T4 is the
first and only
automatic
pool cover
system
designed for
stainless
steel cable.

) Adjustable CorrResist End Hub
£ ) stainless Steel Hardware
| Large 1-1/2" Pulleys
') Drum Brake
) Positive/Sure-Shift Drive

Reel Brake

% Auto-Tension CorrResist Cable
' Reels with Adjustable Diameter

- -

8 Vertical Pulleys (poolside)

| Quick-Cable Attachment

Industrial Grade Slip Clutch

% Thich Hard-Coated Anodizing on
" Marine-Grade Aluminum Brackets

Quick Install Cradle

New Condensed Motor with
Potted Capacitor

12

”

Smaller 23" motor side

CoverLink™

digital control

The code-accessed digital control
system allows you to program

up to four codes to create
convenient and secure access

to the system. With the wireless
version, you have endless options

for mounting the touch pad ™
within view of the pool. ( T4



